








Introducing BaseWorks™ Thermoset Rubber Wall Base.

BaseWorks™ Thermoset Rubber wall base complete the Johnsonite collection, making it the only fully integrated line of coordinating flooring

solutions, finishing borders and accessories in the world.

High performance and extremely flexible, BaseWorks Thermoset Rubber wall base install easily, even around curves or columns. The surface resists fading

and cracking, and won't shrink or separate from the wall. Available in 32 ColorMatch® colors from Johnsonite’s Color Palette A (Color Palette B coming 2012),

BaseWorks Thermoset Rubber Wall Base offers optimal coordination with existing finishing borders, accessories and flooring solutions.

I PALETTE A

For available colors, reference Color Palette A.
Color Palette B available Summer 2012.

| 450" |

The final factor in the rubber formula is environmental
impact. Not only is BaseWorks Thermoset Rubber made
with renewable materials, it also contributes to LEED

certification. All at a price point you can afford.
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RAPIDLY RENEWABLE RESOURCES
ALL PROFILES 2.3%; MR6

PHTHALATE, HALOGEN AND CHLORINE FREE

3 STANDARD HEIGHTS: 2.5" (64 mm), 4" (102 mm)
OR 6" (153 mm)

AVAILABLE IN RUBBER (TYPE TS) 1/8" (3.175 mm)
STANDARD HEIGHTS AVAILABLE IN TOE OR TOELESS
4' SECTIONS

MANUFACTURED INSIDE AND OUTSIDE CORNERS
AVAILABLE

ADHESIVES PG. 192

BEND THE RULES OF DESIGN.

X 404 3A70S
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Scan with your smartphone to
order samples, view case studies,

see more photos or find specs
and warranty information.
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TVOC,, ASTM D5116

RECYCLED CONTENT
PRE-CONSUMER 14%; MR 4

INDOOR AIR QUALITY
LOW EMITTING MATERIALS EQ 4.3
FLOORSCORE CERTIFIED AND MEETS CA 01350

PHTHALATE FREE, EXCEPT FOR RECYCLED
MATERIALS

TVOC < 100 pG/M?
*EXCEPT COLOR PALETTE D
TRADITIONAL

3 STANDARD HEIGHTS: 2.5" (64 mm), 4"
(102 mm) OR 6" (153 mm)

AVAILABLE IN DURACOVE RUBBER (TYPE TP)
1/8" (3.175 mm) AND VINYL (TYPE TV) .080"
(2 mm) OR 1/8" (3.175 mm)

STANDARD HEIGHTS AVAILABLE IN TOE OR
TOELESS

4' SECTIONS AND 100' OR 120' COILS
AVAILABLE

MANUFACTURED INSIDE AND OUTSIDE
CORNERS AVAILABLE

4.5", 8", 9" AND 10" HEIGHTS ARE SPECIAL
ORDER; CALL FOR DETAILS

RUBBER-4" ALSO AVAILABLE IN COLOR
PALETTE D

PERCEPTIONS

UNIQUE VISUALS WITH A STANDARD BUDGET

4.25" HEIGHT HELPS HIDE OLD ADHESIVE
AND PAINT LINES

INSTALLS LIKE TRADITIONAL WALL BASE

MANUFACTURED INSIDE AND OUTSIDE
CORNERS AVAILABLE

AVAILABLE IN DURACOVE RUBBER (TYPE TP)
120" COILS

4' SECTIONS BY SPECIAL ORDER
ADHESIVES PG. 192

COLOR PALETTE AVAILABILITY

= Color Palette C. Reference color guide in back.

A
®
®

D

= Color Palette A. Reference color guide in back.

Color Palette B. Reference color guide in back.

Color Palette D. Reference color guide in back.

Wall Base

Coordination is key to our customers. That's why Johnsonite offers Traditional wall base in multiple

heights and colors, plus 3 dramatic profiles in the Perceptions™ Collection to meet the unique

dynamic of any space design.

TRADITIONAL

AB®©D

PERCEPTIONS™ | RECESS™

A B D &

PERCEPTIONS | QUAD™

4.25"

I PALETTES A + B + C

For available colors on
Traditional and Perceptions, reference
Color Palettes A, B and C.
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PERCEPTIONS | SPIRE™

ABC

| 450" |
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Ti g htLOCk® U.S. Patent No. 5,212,923 Scan with your smartphone to

order samples, view case studies,
see more photos or find specs
and warranty information.

Timing can be a critical variable. That’s why the patented TightLock® Wall Base System for carpet

can be installed before the flooring, for a tighter finished appearance and happier customers.

For resilient flooring, TightLock offers a sealed cove base look with a more subtle radius.

TightLock is also a highly sustainable solution, allowing for carpet removal while retaining the base

installation, reducing gypsum wallboard repair, and demolition waste in landfills.
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TVOC,, ASTM D5116

RECYCLED CONTENT
PRE-CONSUMER 14%; MR 4

INDOOR AIR QUALITY
LOW EMITTING MATERIALS EQ 4.3
— — FLOORSCORE CERTIFIED AND MEETS CA 01350

PHTHALATE FREE, EXCEPT FOR RECYCLED
MATERIALS

— - TVOC < 100 pG/M?
*EXCEPT COLOR PALETTE D

6.5" 6.25" 45" 4.25" 3.25" 3" TIGHTLOCK
4' SECTIONS OR 75" COILS

MANUFACTURED OUTSIDE CORNERS AVAILABLE
CLEAN, TOELESS LOOK

| MORE THAN 150 COLORS AND SPECIALTY
— — — FINISHES

|1 || - || Ll || AVAILABLE IN BOTH DURACOVE RUBBER
25 -25 25 25 25 25 (TYPE TP) AND VINYL (TYPE TV)

MORE RESISTANT TO DAMAGE AND DISTORTION
FROM MAINTENANCE EQUIPMENT AND CHAIRS

*Available without spacer tab. (special order)

AB©0D

TIGHTLOCK FOR CARPET

3.25" (83 mm), 3" (76 mm) FACE
4.5" (114 mm), 4.25" (108 mm) FACE
6.5" (211 mm), 6.25" (159 cm) FACE

TIGHTLOCK FOR RESILIENT FLOORING
3.125" (79 mm), 3"(76 mm) FACE
4.375" (111 mm), 4.25" (108 mm) FACE
6.375" (179 mm), 6.25" (159 mm) FACE

6.375" 4.375" 3.125"

TightLock Resilient

TightLock Carpet

I PALETTES A + B + C +D

For available colors on
TightLock, reference Color Palettes
A, B, Cand D.

X 404 3A70S
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TIGHTLOCK CAN KEEP YOUR JOB ON SCHEDULE.



re P LAC E® U.S. Patent No. 6,122,872

Johnsonite knows that, to keep pace with today’s world, organizations must be more productive and flexible than ever. They have to adapt quickly.

And so do their interior spaces. rePLACE” makes it easier to change out space. This innovative wall base system balances flexibility with initial cost and measurable

lifetime return. Because rePLACE is hung on a track without adhesives, it can be installed in less time with less mess, less cost and less lost productivity.

Choose from 39 colors and 3 unique profiles.

Better Indoor
Air Quality
TVOC,, ASTM D5116

rPhthalate Free*
*Except recycled materials
RECYCLED CONTENT

PRE-CONSUMER 14%; MR 4

INDOOR AIR QUALITY
LOW EMITTING MATERIALS EQ 4.3
FLOORSCORE CERTIFIED AND MEETS CA 01350

PHTHALATE FREE, EXCEPT FOR RECYCLED MATERIALS
TVOC < 100 pG/M?

CHANGE ROOMS FASTER; REPAIR HIGH-ABUSE AREAS
QUICKLY

REDUCE DOWNTIME

ALL REPLACE PROFILES AND TRACK AVAILABLE IN
STANDARD 4' LENGTHS

IDEAL FOR TENANT IMPROVEMENT PROJECTS WITH
TIGHT BUDGETS AND TIMETABLES

REMOVABILITY PERMITS REUSE OF PRODUCT AFTER
REMODELING

DAMAGED SECTIONS CAN BE EASILY REPLACED
TRACK AND BASE CAN BE REMOVED AND REUSED

INSIDE AND OUTSIDE CORNERS AND END STOPS
AVAILABLE

TRADITIONAL AND CONTEMPORARY PROFILES

RETURN REPLACE ONCE YOU ARE FINISHED WITH IT
AS PART OF RESTART®, OUR RECLAMATION PROGRAM.
WE'LL RECYCLE IT AND KEEP IT OUT OF LANDFILLS.

ADHESIVES PG. 192

rePLACE WALL BASE AND TRACK

rePLACE CORNERS AN
(for use with all profiles)

Profile Product Code Height
Prominent RB-XX-A 4-3/8" (121 mm)
Tempo RB-XX-F 4-3/8" (121 mm)
Gepetto RB-XX-G 4-1/2" (153 mm)
rePLACE Track RBT-00 for use with all profiles

D END STOPS

Profile Product Code Height

Inside Corner RBIC-XX 4-5/8" (185 mm)
Outside Corner RBOC-XX 4-5/8" (185 mm)
Right End Stop RBRS-XX 4-5/8" (185 mm)
Left End Stop RBLS-XX 4-5/8" (185 mm)

PROMINENT™

RB-XX-A

4.375"

| 438" |

TEMPO™ RB-XX-F

4.375"

| 438" |

GEPETTO™ RB-XX-G

4.508"

| 326" | r
PALETTE A

For available colors, reference Color Palette A.
Also available in 08 Icicle, 50 White, 66 Either Ore, 68 White Sand,
79 Bone White, 129 Silk and 150 Wetlands. Custom colors available.
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Scan with your smartphone to
order samples, view case studies,
see more photos or find specs
and warranty information.

SLIDE ON rePLACE:

Zay

DE CORNER INSIDE CORNER
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