








Slip Resistance

SAFETY

Granit™ Safe-T J

Johnsonite knows that one fall on a slippery, wet floor is one too many - in terms of both physical and financial costs. Granit™ Safe-T flooring

can help prevent slips and falls. Thanks to aluminum granules dispersed throughout the homogeneous flooring, it offers a lifetime of superior slip resistance.
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697 Yoga

Roll

Solid Weldrod 1291811
Multicolor Weldrod 1290028
38 Pewter CG *

691 Soft Fleece

Roll

Solid Weldrod 1288255
Multicolor Weldrod 1290036
49 Beige WB %

698 Homing Pigeon

Roll

Solid Weldrod 1292383
Multicolor Weldrod 1290021

23 Vapor Grey CG %

692 Acorn

Roll

Solid Weldrod 1287407
Multicolor Weldrod 1290023
130 Sisal %

690 Semolina

Roll

Solid Weldrod 1287249
Multicolor Weldrod 1290056
23 Gold Rush %

693 Hot Chocolate

Roll

Solid Weldrod 1292375
Multicolor Weldrod 1290046
286 Fortune Cookie WB %

!
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695 Blue Veranda

Roll

Solid Weldrod 1291210
Multicolor Weldrod 1290038
139 Glacier %

696 Full Sail

Roll

Solid Weldrod 1292379
Multicolor Weldrod 1290041
84 Blue Jeans %

694 Acadia

Roll

Solid Weldrod 1287332
Multicolor Weldrod 1290059
289 Jaded %

699 Eclipse

Roll

Solid Weldrod 1288327
Multicolor Weldrod 1290027
71 Storm Cloud CG *

700 After Midnight

Roll

Solid Weldrod 1292384
Multicolor Weldrod 1290035

40 Black B %

% Suggested Johnsonite colors for finishing borders (wall base).
For our complete color offering, reference color guide in back.

Better Indoor
Air Quality
TVOC,, ASTM D5116

RECYCLED CONTENT
PRE-CONSUMER 25%; MR 4

INDOOR AIR QUALITY
LOW EMITTING MATERIALS EQ 4.3

FLOORSCORE CERTIFIED AND MEETS
CA 01350

PHTHALATE FREE, EXCEPT FOR
RECYCLED MATERIALS

TVOC < 10 pG/M?

ROLL WIDTH = 6'6" NOMINAL (2 m)
ROLL LENGTH = 76' NOMINAL (23 m)
THICKNESS = .080" NOMINAL (2 mm)

ADHESIVES PG. 192

The Solid Weld Rods listed are coordinating
recommendations. Other color weld rods can
be used for a variety of visual effects.

The Multicolor Weld Rods listed provide a
virtually seamless appearance.

We've identified Color Foundations™ neutrals
in the following way: WB (warm beige),

CB (cool beige), WG (warm grey),

CG (cool grey), B (black), W (white).
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SOLVE FOR X




INTRODUCING ACCZENT WOOD SAFE-T AND MARBLED SAFE-T.

Two new safety lines from Johnsonite, Acczent® Wood Safe-T and Marbled Safe-T offer superior slip

resistance thanks to a unique production process that incorporates aluminum granules throughout the

construction. This distinct composition also makes the floors easier to maintain which, in turn, means

even greater return on your investment.

Acczent’ Wood Safe-T R

Achieve a natural wood look plus slip resistance with Acczent Safe-T. Available in 4 coordinating colors to Acczent Wood, Acczent Safe-T is ideal

for housing, healthcare, school and retail environments.
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008 Light Beech

Roll

Solid Weld Rod 1292373
BWG Balsa %

009 Medium Beech
Roll

Solid Weld Rod 1291451
112 Oakley %

L]

L]

003 Cabreuva

Roll

Solid Weld Rod 1287050
259 Terra Firma %

004 Wenge

Roll

Solid Weld Rod 1287344
WEN Wenge Wood %

Marbled Safe-T M

If x = peace of mind, look no further than Marbled Safe-T. Created with
aesthetics in mind, Marbled Safe-T sheet flooring offers slip-resistant surfaces

that coordinate with Veneto linoleum and Veneto Acoustiflor’.

Scan with your smartphone to
order samples, view case studies,
see more photos or find specs
and warranty information.

002 Marbled Pottery
Roll

Solid Weld Rod 1292762
49 Beige WB %

003 Marbled Clay
Roll
Solid Weld Rod 1287005

004 Grecian Marble
Roll

Solid Weld Rod 1287291
121 Cement CB %

107 Neutrality %
WG

B

005 Roman Marble

Roll
Solid Weld Rod 1287497
80 Fawn CB %

007 Marbled Hearthstone
Roll

Solid Weld Rod 1287481
197 Shaded WG %

009 Olympic Marble
Roll

Solid Weld Rod 1287393
178 Iron Stone CG %

Scan with your smartphone to
order samples, view case studies,
see more photos or find specs
and warranty information.
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TvOC,, ASTM D5116

RECYCLED CONTENT
PRE-CONSUMER 32%; MR 4

INDOOR AIR QUALITY
LOW EMITTING MATERIALS EQ 4.3

FLOORSCORE CERTIFIED AND
MEETS CA 01350

TVOC < 100 pG/M?

ACCZENT" WOOD SAFE-T AND
MARBLED SAFE-T

ROLL WIDTH = 6'6" NOMINAL (2 m)
ROLL LENGTH = 67' NOMINAL (20 m)
THICKNESS =.080" NOMINAL (2 mm)

ADHESIVES PG. 192

The Solid Weld Rods listed are coordinating
recommendations. Other color weld rods can
be used for a variety of visual effects.

We've identified Color Foundations™ neutrals
in the following way: WE (warm beige),

CB (cool beige), WG (warm grey),

CG (cool grey), B (black), W (white).
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Defiant™ Oil-and Grease-Resistant Rubber Tile and Stair Treads

What if your challenge is delivering the performance of rubber in an environment with lots of oil and grease? The solution is Defiant™, engineered to work
most anywhere petroleum products, animal fats and vegetable oils are present. In fact, Defiant meets ASTM specifications D 471 for Oil and Grease Resistance
to assure you of the best protection available. Slip-resistant Defiant requires no additional waxing or sealing, helping to balance safety and efficiency to
create a more productive environment overall.

SIX STANDARD SPECKLED COLORWAYS

7% Suggested Johnsonite colors for finishing borders (wall base).
For our complete color offering, reference color guide in back.
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729 Thickett 732 Tundra 733 Molten 277 Cold Front 278 Dress Blues 279 Dew Point
80 Fawn CB % 20 Charcoal WG * 40 Black B % 48 Grey WG * 18 Navy Blue % 86 Hunter Green %
FOUR STANDARD MARBLEIZED COLORWAYS

L]
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295 Hazy 296 Misty 297 Blackout 298 Vague
18 Navy Blue % 20 Charcoal WG % 40 Black B % 40 Black B %
Each tile is unique through variation of pattern and configuration.
SIX SOLID COLOR TILES
40 Black B 86 Hunter Green 18 Navy Blue 80 Fawn CB 20 Charcoal WG 48 Grey WG

DEFIANT OIL AND GREASE RESISTANT RUBBER TILE

Patterns Textures Product Code Gauge Size
Hammered GRHRT-XXX 1/8"
Solids - 24" x 24" Tile
Raised Round GRRT-XXX (3.175 mm)
Prima Hammered GRHRTP-XXX 1/8" 12" x 12" Tile
(3.175 mm)
Hammered GRHRTSP-XXX 1/8" " -
Speckled and Raised Round | and GRRTSP-XXX (3.175 mm) 24" x 24" Tile

.

Defiant is also
available in
stair treads.

SOLUTIONS FOR SPECIAL CHALLENGES.

JOHNSONITE.COM

r Phthalate,
Halogen &

Chlorine
Free

PHTHALATE, HALOGEN AND CHLORINE FREE

SOLIDS AND SPECKLED TILE SIZE =

24" X 24" (610 mm X 610 mm NOMINAL)

MARBLEIZED TILE SIZE = 12" X 12"
(305 mm X 305 mm NOMINAL)

THICKNESS = 1/8" (3.175 mm)

MEETS OR EXCEEDS THE FOLLOWING TESTS:
D 471 OIL AND GREASE RESISTANCE

F 1344 RUBBER FLOOR TILE

F 2199 DIMENSIONAL STABILITY
D 3389 ABRASION RESISTANCE
D 2240 HARDNESS > 85

F 970 STATIC LOAD < 0.005"

F 1514 RESISTANCE TO HEAT

D 2047 SLIP RESISTANCE > 0.8
E 648 - CLASS 1

E 662 SMOKE < 450; PASSES

ASTM
ASTM
ASTM
ASTM
ASTM
ASTM
ASTM
ASTM
ASTM
ASTM
ADHESIVES PG. 192

CHIP DETAILS PG. 196

We've identified Color Foundations™ neutrals in the following
way: WE (warm beige), CB (cool beige), WG (warm grey),

CG (cool grey), B (black), W (white).




Scan with your smartphone

to order samples, view case studies,
see more photos or find specs and
warranty information.

DEFIANT™ APPLICATIONS

« food preparation areas

* bakeries

« cafeterias and restaurant areas
« factory production areas
* oil change waiting rooms

* auto customer service and parts
counter areas

* service stations and mini-marts
* machine shops

e commercial kitchens

Defiant is not recommended for wet areas or areas with
direct sunlight.

Terra-Turf” Recycled Tile

When sustainability and performance - both indoors and out - count most,
Terra-Turf"is a rugged flooring solution designed for ramps and entrances.

Made from post-consumer recycled tires, Terra-Turf will not shrink or delaminate.

Phthalate,
Halogen &
Chlorine
Free

RECYCLED CONTENT
POST-CONSUMER 90%; MR 4

THICKNESS = 3/8" (9.5 mm)

TILE SIZE = 12" X 12"
(305 mm X 305 mm NOMINAL)

ROLL WIDTH = 12" (305 mm NOMINAL)
ROLL LENGTH = 25' (7.6 m NOMINAL)
AVAILABLE IN NATURAL BLACK/BROWN
ADHESIVES PG. 192

Scan with your smartphone to

order samples, view case studies,
see more photos or find specs

and warranty information.
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Safe-T-First™ Photoluminescent Egress Routing System

Sometimes, x = safety, as in real life-or-death situations. Safe-T-First™ is a photoluminescent egress routing system that helps individuals find their way

out of a building - even in total darkness. Safe-T-First protects from possible injury, prevents disorientation and panic, and may ultimately save lives.

The system may assist emergency personnel by providing a low-location guidance pathway in darkness. They can enter a facility more quickly to extinguish a

fire and/or assist in evacuation. This system can also be used to highlight access to critical equipment and control panels to protect valuable assets during

periods of sudden darkness caused by power failure or other emergency situations.

Clearly marked stairwells, hallways and other egress routes, plus important fire protection equipment - especially fire protection systems - protect human and

capital resources, while balancing other critical requirements of interior design, style and comfort.

STAIR TREADS STAIR NOSINGS

MARKING HANDRAIL
WALL BASE SIGNAGE INDICATORS COVERS

APPLICATIONS

e commercial » manufacturing
* institutional * education

* government * transportation

* theaters * multifamily

FLOORING SYSTEMS

* rubber and vinyl stair treads for the
visually impaired

* vinyl stair nosings for the visually impaired
* traditional wall base

* tactile warning system

* handrail covers

e corner bumper guards

SIGNAGE

* UL" and standard exit signs

« fire protection systems

* specialty graphics

ADA COMPLIANT
MARKING INDICATORS
* tape

* paint

* guidance strips

The new standards within the New York City Building Code are intended to provide minimum
requirements for low-location photoluminescent exit path markings that will aid in evacuation from
buildings, in the event of power failure to both the lighting and illuminated exit signs. Johnsonite has

a full portfolio of Balanced Choices that meet this code, ensuring compliance and safe egress.

Safe-T-First’s photoluminescence is the result of a patented technology that incorporates bright, long-
lasting pigments into Johnsonite stair treads, traditional wall base, signage and other items. This unique
technology utilizes photoluminescent crystals that are inert, nontoxic and free of radioactivity.

The crystals absorb light energy, then release this stored energy in darkness for up to a 10-hour period.
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